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Note:

If services must be relocated, then
the old service must be abandoned
to the main and the main retapped.

Service locations may vary to meet various
house configurations.

Water service shall be placed on the down
hillside of sanitary sewer service and with
10" min. separation.

No more than two 1/8 bends (30° totald shall
be permitted in any sanitary sewer service.

There shall be at least 10’ separation

between water meter pits.
DATE S5/1/2016

Services shall enter lots at o perpendicular e . « | REVISED BY CVB
angle from the mains except in cul-de-sacs. Brlghton

Place "V’ on the curb face to mark water TYPICAL HOUSE

service locations and place o “X* on the SERVICE DRAWING

curb face to mark sanitary sewer service NUMBER

locations. 600-2




WATER AND SANITARY SEWER MUST BE SEPERATED
BY 10" MINIMUM DISTANCE.

P -

RESIDENTIAL UTILITY
LOCATION
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BEARING
SURFACE

BOND
BREAKER

X

BEARING
BOND SURFACE

BREAKER

A

UNDISTURBED SOIL

TEE
NOTES:

1.) BEARING SURFACES SHOWN IN CHART
ARE MINIMUM.

2.) BASED ON 150 PSI INTERNAL PIPE
PRESSURE PLUS WATER HAMMER.
47,6",8" AND 12" WATER HAMMER = 110 P.S.I.
16",20" AND 24" WATER HAMMER = 70 P.S.I

3.) SEE SECTION 6.42 AND SECTIONS 8.19
OF THE ENGINEERING STANDARDS.

4.) BASED ON 3,000 psf SOIL
BEARING CAPACITY.

5.) NA = NOT APPLICABLE.

BOND BREAKER

SOIL

4
[N
UNDISTURBED

4,

BEARING SURFACE

N7\

X
DEAD END

BEARING
SURFACE

UNDISTURBED SOIL

BEDDING
MATERIAL

TYPICAL CROSS SECTION

MINIMUM BEARING SURFACE AREA

(IN SQUARE FEET)

SIZE TEES &
OF 1 OB EN [3 s—| DEAD
PIPE | 22/ | 45 90 | ENDS

6” 2.0 2.0 3.6 2.5
8” 2.0 3.4 6.2 4.4
10° 2.8 5.5 110.2 7.2
12" 4.0 7.9 [14.5 |10.3
14" | 5.4 |10.7 [19.6 [13.9
16" | 7.0 [13.8 |25.4 |18.0

DATE S/1/2016
REVISED BY CWB

Brighton

THRUST BLOCK DRAWING

NUMBER
600-4




FINSTALL TOP LID 1"-2" ABOVE GRADE

f>’ NN Y NGNS TR NENSNA
|
12"-18" N\ " DEEP DISH INNER LID
A
"Y1
| I 20° X 48 X 1/2° THICK
POLYETHYLENE MANHOLE PIT.
—6” VALVE T
MIN c
= o ‘
BALL }
4'-9” VALVE 4"
ONLY L
o
—
>
(@]
]
Y TYPE "K” COPPER
TYPE "K” COPPER
NOTES:
METER SIZE A B c D 1. PLACE METERS WITH A MINIMUM
- - - - SEPARATION OF 10
374 14-1/4 9 97+ 5 2. MASONRY BASE FOR STABILITY
- - - - - 3. NOT FOR INSTALLATION IN DRIVEWAYS
1 17-1/4"| 10-3/4 10"+ 6 4, YOKE MUST HAVE DUAL CHECK VALVE

DATE 10/1/2017
REVISED BY SJC
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NOTE:
PLUG SHALL BE MECHANICALLY RESTRAINED:

A — FOR SLEEVE TYPE MACHINED COUPLING
PIPE, TIE BACK TO NEXT COUPLING.

B — FOR BELL AND SPIGOT PIPE, TIE TO BELL. ﬁ

1'-6%

12" PIPE OR SMALLER.

| 1-6%

3” GALVANIZED PIPE CAP
IN A 6" VALVE BOX.

PLUG WITH 2" TAP.

=3 BOND BREAKER.

2" TYPE K SOFT

COPPER PIPE 2" DRAIN &
WASTE VALVE,
OPERATING
NUT & DRAIN.

/90' CONCRETE KICKBLOCK.

BRASS STREET ELBOW

9
COPPERJ

PLAN

r— 3" GALVANIZED CAP GROUND LINE
7\ [ | 7R, 2677377 LR 7 /L7 7 KA | RSN
12"
e — 2” MALE I.P. THREAD X SOLDER

T ADAPTER, COVERED W/3" CAP.

6" FULL VALVE BOX
(2 SECTIONS, TOP &

CENTER FOR ADJUSTMENTS).

2" TYPE K SOFT
L—" COPPER PIPE

6" VALVE BOX (3 SECTIONS,

‘_i/ TOP, CENTER & BELL).

2" DRAIN & WASTE VALVE,
OPERATING NUT AND DRAIN.

2" TYPE K SOFT
COPPER PIPE

PLUG WITH 2" TAP

N

ELEVATION

KICKBLOCK
NOT SHOWN

1 CU. FT.

GRAVEL DATE 5/1/2016

. w REVISED BY CWB
=<<="Brighton

BLOV-DFF DRAVING
INSTALLATION FOR NUMBER
12 & SMALLER PIPE | £00-6




12" PIPE OR SMALLER.

2" DRAIN &
WASTE VALVE,
OPERATING

/I NUT & DRAIN.

?—CONCREI'E MANHOLE BASE BEAM

PLUG WITH 27 TAP.

BOND BREAKER.

N

24" @ MANHOLE RING AND COVER

fi‘ T 7

a

CONCRETE KICKBLOCK.

S a s
48" @ PRECAST

L 4/ 90°
BRASS STREET ELBOW £
CONCRETE MANHOLE

PLUG SHALL BE EITHER MECHANICALLY
RESTRAINED OR USED WITH A KICKBLOCK.
LENGTH OR SIZE PER DENVER WATER
ENGINEERING STANDARDS.

CONCRETE

CONCRETE MANHOLE BASE BEAM /
CONCRETE SUPPORT

PLAN

GROUND LINE

24" @ MANHOLE
RING AND COVER
(CENTER OVER VALVE
AND RISER.)

S\ Sl NZ |
- v EEIES
I v 4 ‘7
48" & PRECAST CONC. v v v S
FLAT M.H. COVER 5 4
(ASTM C 478) .
v
P .
vl L1 o cALv
THD. CAP

(ASTM C 478)

48" @ PRECAST CONC.’—\

EXTEND VALVE BOX—T—
TO SURFACE - \

|4 — SECURE PIPE TO
MANHOLE WALL

v o
™ 7
>
4_- .
TN B
(FORD-C14-77) . : AR
‘.
APPROVED MASTIC v
AROUND PIPE
GALV. PIPE
PLUG WITH 2" TAP v ||
..v .4
o I v >—190° ELL
KICKBLOCK L L%  e——
NOT SHOWN \ o A ]
4~ T~ v

2" THREADED
COPPER PIPE

| 4 - X . 4)' _V
A ZTY AR W
CONCRETE SUPPORT/
" CONCRETE FOOTING
2" DRAIN & WASTE VALVE,

E I_E\/AT' O N OPERATING NUT AND DRAIN.

WITH PRIOR APPROVAL OF DENVER WATER, A
FIRE HYDRANT MAY BE SUBSTITUTED FOR THE

PERMANENT 2" BLOWOFF.
SEE SHEET 15 FOR EXTENSION GUIDE.

DATE S/1/2016

o REVISED BY CWB

Brighton

PERMANENT 27
BLOW-0OFF
INSTALLATION FOR
12" & SMALLER PIPE
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P.L. (TYPICAL) \_

BLOW—OFF VALVE
(TYPICAL)

PIPE PLUG &
KICKBLOCK

TWO FULL PIPE
LENGHTS

FITTING ®
EIBEBE%& & , \ _—PL VALE (TYPICAL)
, ﬁ ®
g ®
BLOW—OFF VALVE
(TYPICAL)
TWO FULL PIPE
LENGHTS
P.L. (TYPICAL)\
KICKBLOCK
PIPE PLUG & P.L. VALVE (TYPICAL)
KICKBLOCK /
b Xi®
< ®
BLOW—OFF VALVE ! TWO FULL PIPE
(TYPICAL) LENGTHS FITTING
NOTES:
1. LAY PIPE FROM FITTING TO P.L.
2. VALVES TO BE CLUSTERED AROUND
FITTING DATE 5/1/2016
3. STUB OUT TWO FULL PIPE s REVISED BY CWB

LENGTHS FROM VALVE, PLUG END
OF PIPE, INSTALL BLOWOFF AND

KICK BLOCK

PIPING AT STREET
INTERSECTIONS &
FUTURE CONNECTIONS

Brighton

DRAWING
NUMBER

600-8




TOP SECTION OF 6" VALVE BOX
(EXTENSIONS IF REQUIRED)
HOLE TO BE DRILLED IN FIELD

VALVE OPERATOR TO BE
ACCESSIBLE THRU VALVE

BOX OPENING

GROUND LINE

VALVE BOX SUPPORT PLATE /Q V4 v

60" ¢ PRECAST CONC.  Sf
FLAT M.H. COVER

(ASTM C 478)

60" @ PRECAST CONC.

M.H. SECTION WITH RUNGS
(ASTM C 478) ’\ ;

16" AND 20" MAINS

3

M.J. TEE
6” M.J. SWIVEL ADAPTER

OR 6” ANCHOR CPLG.

NS

6” D.I. M.J. 45° BEND

PIPE CLAMP

NS~ 6" D.I. FLG. x SPIGOT

MEGAPLUGS ON
ALL FITTINGS

RESTRAIN ALL JOINTS

APPROVED MASTIC
AROUND SPIGOT,
OPENING TO BE
PRECAST.

NOTES:

1)

2.)

3.)

THIS BLOW—OFF INSTALLATION

MAY BE REPLACED BY A FIRE HYDRANT
WHERE APPROVED BY THE CITY OF
BRIGHTON FOR 16" AND 20" MAINS.

MEGALUG IS AN ACCEPTABLE ALTERNATIVE
TO RODDING.

THE DISTANCE BETWEEN RUNGS, CLEATS,
AND STEPS SHALL NOT EXCEED 12 INCHES
AND SHALL BE UNIFORM THROUGHOUT THE
LENGTH OF THE LADDER.

s . neemn s

CONCRETE
EXTENSION
COLLARS
24" @ MANHOLE
RING AND COVER
< -
NZ |02
—=|T =
= .u|___.4_ .
-V . v - o
Q_.5" @HOLE | G— o
a OPERATOR -
. EXTENSION )
M d o
14
OPERATOR e
|| — EXTENSION ,
2 GUIDE A APPROVED
- — . MASTIC (TYP.)
Va .'V-
N L 1 W
D . —
. - o
z
—. . g
4 . . B 4
. 8 D w :
-1 =
. 5 a
(G]
o = — .
v Y w9 .
. N = < =
. M 0> © Ll "
Y MIN.
— |
]
_ 4
o~
v.
' %

\ADJUSTABLE VALVE SUPPORT

2’ x 6" D.I. FLANGE X SPIGOT
6'—0" SQUARE

PRECAST CONCRETE SLAB

S~ WWF 4x4—W4xW4

P -

Brighton

TRANSMISSION
BLOW-0OFF
INSTALLATION

DATE S/1/2016
REVISED BY CWB
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600-9




CONCRETE EXTENSION COLLARS

6 — 0" MIN.

24" @ MANHOLE
RING & COVER

FABRICATED SCREEN
(SEE DETAIL 40.33 & 4.34)

THD'D END

LOCATE IN
CLEAR ZONE
FROM TRAFFIC

GROUND LINE
P . IR
60" @ PRECAST CONC. = NE BREAK—AWAY
FLAT M.H. COVER ra RN COUPLING
(ASTM C 478) I 6" ¢ VENT PIPE
60" ¢ PRECAST///,,———e>;{h\\__AppROVED_’)( (SEE DETAIL)
CONC. M.H. . MASTIC (TYP [ [ 6” @ 90° BEND
(ASTM C 478) L o[ ——2-2"x 90°GALVANIZED STREET ELLS
» » » A - 4, —4 X
BRACE £ 2"x 2"x 1/4" —].- 2-2" THD'D VACUUM VALVES
| “———2-2” |P. THD’'D BRASS NIPPLES
—t————2-2" THD'D BALL VALVES
| ———2-2" CORP. STOPS THD'D BOTH | ON D.I
R 7+ ] ENDS PIPE
s e () L ~—7=2-2" |P. THD'D OUTLETS ONLY
Lo 4°
127 127
<> PIPE
< ¢ —
#4 @ 18”
3 — #6 CONT. (TYP.)
8’ OH
41 On 41 O"

2 * | X, @ PRECAST CONCRETE MANHOLE

(SEE CHART)

X4

(SEE CHART)
roo

2—2" AIR VALVES

CONC. M.H. BASE BEAMS
9”x 1’—-0"x_8'—0" REINF.

WITH BAR STEEL AS
SHOWN.

NOTES:

1.) USE 2" AIR VALVE ASSEMBLY ON 30" OR SMALLER

PIPE.
2.)

SHALL NOT EXCEED 12 INCHES AND SHALL BE
UNIFORM THROUGHOUT THE LENGTH OF THE LADDER.

3.)

CONCRETE MANHOLES.

THE DISTANCE BETWEEN RUNGS, CLEATS, AND STEPS

LADDER RUNGS ARE REQUIRED IN PRECAST

PIPE DIAMETER X1 X
6" THRU 24" g + 24" 48"
24" THRU 48” | @ + 24" [ 60"
DATE S/1/2016

° REVISED BY CWB
=<="Brighton
2” AIR VACUUM
VALVE DRAWING
INSTALLATION NUMBER

600-10
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RESTRAINED PIPE

LENGTHS

INIOP 40 HION3T JHL ¥04 OSTV SI 1¥VHD 3did QINIVMISIN 40 H19N3T (0l
"SA0Y FHL 40 HIONTT IHL ATNVSSIOAN LON SI ANV ¥3HIIOOL \\\\\\\)///////
QINIVYLISIY 39 ISNA HOIHM 3did 40 INNOWY 3HL OL S¥343M HIONTT (6
‘STVIIA dAVTD 13S ANV STIVIAd _—
dAY1D ‘STIVIIA ONITANOD aod JL ‘OSTV "ONIMYYA TIVI3Id dod 3L 33s ('8 INVA aN38 06
"HZ 3AvH¥9 ‘Y6LY WISV 38 TIVHS SINN HIONIHIS <
HOIH ‘S3IY3S AV3H NOOVX3H 8 ¥0 ¥ 3avd0 LOSV WISV 38 TIWHS SINN (£ 0 ¥ 1 7
/8 3AVHD €61V WISV 0¥ HIONIYIS HOIH = 'S'H (9 1 1
'9ey WISV dO¥ T3S aUN = SW (S .
“IUNSSI¥A IWNYIINI ISd 051 NO adsva (4 EEN
‘g3”INDIY ¥IA0D ANNOMO .S'F WANININ ('S
"HIONTHLS HOIH='S'H “1331S TTIN="S'W (X
3IAVY9=9 ‘HIONT1=1 “yalanvia=a (2
‘SANIE ANV SIAIWA NOM¥A AVM HOVA QI¥NSYIN 3did GINIVHLISTY 40 HIONTT (L _ 5mg
;
"
.
‘S3LON
— e | —|sn & | Helsw 2 | Helsnw 2| elsn |Vl —|—|—|—|—|— aN3g 711
— e —[sw| o Je s 8 | e |sn| L | Telsh s | | s & | Te|'SW| L | Y | aN3s e
L e 7 |-s . v/ | o AR AR 7
¥ SH| .62 | 7o ['SW|.ze| oL |'SW|.52| e | SN 81| | sW st %S| 6|7 | an3g oSy
INTVA O
9N1d ‘33L
— |.s51 ||..m4;.mm_.wﬂ_.m+;.mo_ JLISsH| 98| e | s 09| Yo |'sW| .Sy | Y |'SH| .08 | e | an3g 406
O 1H|dorraolriaortriaortialortiadmlolld ONILLI4
v 0¢ 91 ¢\ S 9 v 3ZIS 3dld
(13 (43 (13 (44 (44 (43 (44




1)

2)

3)

REFER TO MS-—28 OR
SECTION 6.05 PARAGRAPH D.

DIMENSIONS FOR 16” AND 20"
D.l. PIPE NOT SHOWN.

OTHER MECHANICAL JOINT RESTRAINT
DEVICES MUST BE APPROVED BEFORE
INSTALLATION.

MECHANICAL JOINT
RESTRAINT

Brighton

M 0.75
I N | B
%> \ j,
I
NOMINAL NO. OF NO. OF K2 J F M
PIPE SIZE BOLTS WEDGES | INCHES | INCHES | INCHES | INCHES
4 2 2
6" 6 3 11.12 | 9.50 7.00 0.88
8” 6 4 13.37 | 11.75 | 9.15 1.00
10" 8 6 15.62 | 1400 | 11.20 | 1.00
12" 8 8 17.88 | 1625 | 13.30 | 1.25
4 4 2
6" 6 3 11.12 | 9.50 7.00 0.88
8” 6 4 13.37 | 11.75 | 9.15 1.00
10” 8 6 15.62 | 1400 | 11.20 | 1.00
12" 8 8 17.88 | 1625 | 13.30 | 1.25
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